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ANVENDELSE

Kabinettet er sammenfoldet ved levering og kræver kun et lille opbevarings- og transportvolumen. Tilslutningsboksen er med få greb klar til
indbygning.

Den særlige formgivning og et nyudviklet luftfordelingselement bevirker en særlig gunstig luftmængde med en jævn fordeling over loftdiffusoren og
dermed en regelmæssig luftfordeling i rummet.

Boksen er forsynet med dobbelt læbetætning og akustisk optimeret drejespjæld.

 

Technology

Square

40– 420 l/s
144 – 1,512 m³/h

Ø 400, 600 mm
 576 mm

FLEXTRO  
Fleksibel tilslutningsboks
Vægtbesparelse og lille opbevarings- og transportvolumen
Nyudviklet luftfordelingselement sikrer en ensartet fordeling af
luften over diffusorfronten
Akustisk optimeret spjæld til volumenstrømsjustering
Tilslutningsstudse med dobbelt læbetætning
Til indblæsning og udsugning

dk Produkter Armaturer Hvirveldiffusorer  FLEXTRO

https://www.trox.dk/
https://www.trox.dk/
https://www.trox.dk/mytrox-dk/produkter-1fb28fdc1497c664
https://www.trox.dk/produkter/armaturer-9277368dded1eded
https://www.trox.dk/armaturer/hvirveldiffusorer-0cf150489716c380
https://www.trox.dk/hvirveldiffusorer/flextro-bea4e51a439ad28e
https://www.trox.dk/
https://www.trox.dk/mytrox-dk/kontakt-8a5b805b2578ad60
https://www.trox.dk/side-services/udgiver-fd71a2d51fd0037c
https://www.trox.dk/side-services/salgs--og-leveringsbetingelser-d84928b2cc6202d4
https://www.trox.dk/side-services/our-privacy-policy-cbf2a5819801056c
https://www.trox.dk/side-services/disclaimer-b30c79bfc568daa0
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