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Beskrivelse

Ved normal drift, anvendes spjældene til at styre udsugningsluften fra tunnelen.
I tilfælde af brand, åbnes spjældene nær ildens arnested helt automatisk umiddelbart efter at branden er blevet opdaget.

 

Teknik

kvadratisk, rektangulær

W: max. 2,000 mm
H: max. 2,000 mm

INDUSTRISPJÆLD FOR TUNNELVENTILATION
Jalousispjæld fås i en række forskellige konstruktioner. Om
nødvendigt kan flere sammenbygges ved store åbninger.   
Udførelse i stål eller rustfrit stål
Lejer er fremstillet udelukkende af rustfrit stål eller specielle leje
materialer.

dk Produkter Brand- og røgsikring Tunnelspjæld Tunnelspjæld

https://www.trox.dk/
https://www.trox.dk/
https://www.trox.dk/mytrox-dk/produkter-1fb28fdc1497c664
https://www.trox.dk/produkter/brand--og-r%25C3%25B8gsikring-f5cd7fb5132d10d1
https://www.trox.dk/brand--og-r%25C3%25B8gsikring/tunnelspj%25C3%25A6ld-8fe3f844662e0008
https://www.trox.dk/tunnelspj%25C3%25A6ld/tunnelspj%25C3%25A6ld-5bcd2c8159ad264b
https://www.trox.dk/
https://www.trox.dk/mytrox-dk/kontakt-8a5b805b2578ad60
https://www.trox.dk/side-services/udgiver-fd71a2d51fd0037c
https://www.trox.dk/side-services/salgs--og-leveringsbetingelser-d84928b2cc6202d4
https://www.trox.dk/side-services/our-privacy-policy-cbf2a5819801056c
https://www.trox.dk/side-services/disclaimer-b30c79bfc568daa0
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