






ANVENDELSE

DSO er et udblæsningsarmatur til montering i tage eller vægge.

Udførelse

DSO har en justerbar kegle i midten til justering af luftmængden, og leveres med en monteringsramme, DKT, til tilslutning til spirokanalen.

BESKRIVELSE

Materiale og overfladebehandling

DSO er produceret i stål og lakeret i RAL 9003 - glans 30. Kan leveres i andre farver på forespørgsel. DKT har EPDM gummipakning på
tilslutningen.

MONTERING

En separat monteringsramme (DKT) monteres på kanalen med blindnitter eller selvborende skruer. Drej derefter armaturet fast i
monteringsrammen.

TEKNISKE INFORMATIONER

DSO   

Bredt reguleringsområde
Enkel justering

dk > Produkter > Armaturer > Ventiler >  DSO

https://www.trox.dk/
https://www.trox.dk/
https://www.trox.dk/mytrox-dk/produkter-1fb28fdc1497c664
https://www.trox.dk/produkter/armaturer-9277368dded1eded
https://www.trox.dk/armaturer/ventiler-a852b18b3758e82e
https://www.trox.dk/ventiler/dso-392742b22c61d456
https://www.trox.dk/
https://www.trox.dk/mytrox-dk/kontakt-8a5b805b2578ad60
https://www.trox.dk/side-services/udgiver-fd71a2d51fd0037c
https://www.trox.dk/side-services/salgs--og-leveringsbetingelser-d84928b2cc6202d4
https://www.trox.dk/side-services/our-privacy-policy-cbf2a5819801056c
https://www.trox.dk/side-services/disclaimer-b30c79bfc568daa0
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