TROZ®TECHNIK

The art of handling air

TOG-R
CIRKULAR OVERSTR@MSVENTIL

e Enkel installation
e Letatrengore

Anvendelse v

TOG-R er en cirkuleert overstramsventil til vaegmontering. TOG-R bruges til luftstramning mellem rum, f.eks fra opholdsrum til korridorer i
forbindelse med et centralt udsugningssted.

Udfarelse

TOG-R bestar af to fastgerelsespunkter og to lydabsorberende ventilfronter, der er monteret pa hver side af veeggen. Beslagene har clips til let
montering af fronten.

Beskrivelse v

Materiale og overfladebehandling

TOG-R er produceret i stal og lakeret i RAL 9003, glans 30. Kan leveres i andre farver pa forespargsel.

TEKNISKE INFORMATIONER

! TOG-R - 160 |;|%
Produkt SL = Spesiallakk

Type: 125 - 200

Eksempel:

TOG-R-160/0

Forklaring:

TOG-R overluftsventil, type/dimensjon 160.


https://www.trox.dk/
https://www.trox.dk/
https://www.trox.dk/mytrox-dk/produkter-1fb28fdc1497c664
https://www.trox.dk/produkter/armaturer-9277368dded1eded
https://www.trox.dk/armaturer/ventiler-a852b18b3758e82e
https://www.trox.dk/ventiler/tog-r-5e8d1d30d4839135

Lydniva-

differanse
Dn,e,w
125 100 130 151 34
160 151 184 209 33

200 190 230 266 32


https://www.trox.dk/
https://www.trox.dk/mytrox-dk/kontakt-8a5b805b2578ad60
https://www.trox.dk/side-services/udgiver-fd71a2d51fd0037c
https://www.trox.dk/side-services/salgs--og-leveringsbetingelser-d84928b2cc6202d4
https://www.trox.dk/side-services/our-privacy-policy-cbf2a5819801056c
https://www.trox.dk/side-services/disclaimer-b30c79bfc568daa0
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